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Firmware Release History 
 

 
 

xtremeDB xDB0808-DIO 

Combo I/O Module 

 
Firmware:   34044-561 

Version.Revision: 02.18 

Used On:   DP-34044-1-000 

 

Firmware:   37038-561 

Version.Revision: 02.18 

Used On:   DP-34044-1-100 

 

 

Release Date 

28 Jul 2020 
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Introduction 
 

 

Update 02.18 includes updates for automated programming and testing process 

which will set the default configuration.  Improved reported current feedback with 

test calibration. 
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Changes to 02.18 

 
 

Update to support automated testing process. 

Resetting configuration after testing to set the default configuration. 

Improved reported current feedback with test calibration. 

 

 

Change / Function New Enhanced Fixed 

Automated Testing Interface  ✓  

Default configuration   ✓ 

RHOS Temp Sensor  ✓  

Support for 201G PCB  ✓  

    

 
Changes in the automated programming and testing process will set the default configuration as shown 
below.  The default configuration comes from the factory only.  A firmware update to this 02.18 will not 
restore factory default configuration. 
 

D5:  Ctrl Mode Reset D5 = 0x00b Disabled 

D6:  Enable [PGN_DPLF1] D6 = 0x00b Disabled 

D7:  Enable [PGN_DPLF2] D7 = 0x00b Disabled 

D8:  Enable [PGN_DPL-T#] D8 = 0x00b Disabled 

D9:  Enable 24 Vdc D9 = 0x00b Disabled 

Byte6:  ID1 ID1 = 0x00h Cleared 

Byte7:  MODE2:MODE1 MODE2:1 = 0x11h DigIn Pos, DigOut Pos 

Byte8:  FREQ1 FREQ1 = 200d Frequency 200 Hz 

 
Note the following support messages that are enabled with configuration.  The default condition is 
disabled transmission. 
 

Description Function PGN 

DP Status [DPLF1] Output Status 65531 (0xFFFB) 

DP Status [DPLF2] Analog Status 65532 (0xFFFC) 

Test Message [DPL-T1] Amp Port 1-4 65523 (0xFFF3) 

Test Message [DPL-T2] Amp Port 5-8 65524 (0xFFF4) 

 


